Q9 TrigasFl GmbH

0 Measurement and Calibration

0090 - 0091
DIGISPEC MAGNETIC SPEED SENSOR

5/8. M16

PRODUCT DESCRIPTION

SPECTEC's DIGISPEC Magnetic pickup produces a
digital frequency output directly proportional to speed.
The internal amplifier provides for constant pulse
shaping, signal amplitude, logic-level output, robust
signal-to-noise ratio, usable at lower RPMs and greater
air gap between the sensor and the actuator.

A sanitary version to NEMA 6, IP65 & IP67 is also
offered.

All models are also available with an internal
temperature probe (RTD100 Ohm, NTC10 k Ohm).

SPECIFICATIONS

Vs, Supply Voltage: 7.5 (12)to 30 Vdc regulated
3.6 Vdc min., unregulated

Is, Supply Current: 2mA @ 5 Vdc
4 mA @ 12 Vdc
10 mA @ 24 Vdc

20 mA @ 30 Vdc (OC)
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Vo, Signal Out:
@ <20mA sink

See Page 2

Input Sensitivity: 30, 12 or 5 mVpp

< 3 Hzto 10 kHz

< 40 kHz at increased signal
level, varies with target size,
distance and pickup sensitivity.
(Option: = 100 kHz)

0.04 /0.16 ps

STD: -40 to 248 F (-40 to 120 C)
HT: -49 to 284 F (-45 to 140 C)
RTD: -49 to 284 F (-45 to 140 C)
NTC: -40 to 248 F (-40 to 120 C)

Standard: > 900 GAUSS
Low Mag: 250 GAUSS, Typ.

303 S.S,,
Solid Epoxy Encapsulation

EN55011, EN50022-2
For Intrinsically Safe versions
Refer to 1S90 & 1S91

Frequency Range:

Rise/Fall Time:

Temp. Range:

Magnetization:

Construction:

CE-Compliance:

OPTIONS:

Custom configurations,
Special materials of construction, ect.
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